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Simple cylindrical suspended pendant utilising high output COB LED Technology. Simple cylindrical suspended pendant utilising high output COB LED Technology. 

Available in 15W and 35W versions. Multiple mounting, suspension and lumen output options.Available in 15W and 35W versions. Multiple mounting, suspension and lumen output options.

Designed and manufactured in Australia.Designed and manufactured in Australia.
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ORDERING 
OPTIONS

Fitting Watts Colour CCT Beam Dimming Mounting

A8 15 Watts (15W)
35 Watts (35W)

Black (2)
White (3)
Silver (6)

Custom (5)

2700K (27K)
3000K (3K)
4000K (4K)

Spot 10° (SP)
Narrow Beam 24° (NB)

Medium Beam 35° (MB)
Wide Beam 55° (WB)

Leading/Trailing (TR)
Dali Dim (DD)

1-10V DC Control (DC)
Bluetooth (BT)

Ceiling Plate (CP-70) 
Ceiling Plate (CP-110)

J-Box Canopy (JB)

ORDER CODE A8

TECHNICAL 
DETAILS

APPLICATION Commercial Interiors

TRIM COLOURS White, Black, Silver, Custom

REFLECTOR

Ledil Lenina
Spot - 15° 
Medium 28°
Wide - 56°

MATERIALS 6061 machined aluminium - chromate dipped and polyester powder coated

INPUT POWER 240V

LUMEN OUTPUT
15W - 2700K - 900lm
15W - 3000K - 1000lm
15W - 4000K - 1100lm

35W - 2700K - 2100lm
35W - 3000K - 2500lm
35W - 4000K - 2750lm

CRI 92

LUMEN MAINTENANCE L70

DIMMING

Dali 
Leading/Trailing   
1-10V
Bluetooth 

MOUNTING OPTIONS
ø70mm or ø110mm Ceiling Plate 
JBox Canopy
With Cable or Rod Suspension

DIMENSIONS MOUNTING

CP-70  
Ceiling Plate 

ø70mm

CP-110 
Ceiling Plate 

ø110mm

J-Box Canopy
ø80x45mm


