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Opal acrylic ball fixed with a brass cap. 19mm brass tube gives a more solid dimension for 
larger commercial applications. Multiple rod and acrylic ball configurations available.
Designed and manufactured in Australia.

DIMENSIONS

TECHNICAL 
DETAILS

APPLICATION Commercial Interiors

TRIM COLOURS Brass, Custom Colours 

MATERIALS Opal Acrylic, Brass

INPUT POWER 240V

LUMEN OUTPUT 800 Lumens

WAT TAGE 12W (6W per Sphere)

CRI 90

LUMEN MAINTENANCE L70

DIMMING
Leading/Trailing Edge
Dali    

MOUNTING OPTIONS
CP-70 - Screw Plate with Cap
CP-110 - Screw Plate with Cap

WEIGHT 3kg

ORDERING 
OPTIONS

FittingFitting Sphere SizeSphere Size WattageWattage ColourColour CCTCCT DimmingDimming MountingMounting

NHL1 200mm (S2)
300mm (S3)

12 Watts (12W) Brass (B)
Custom (C)

2700K (27K)
3000K (3K)
4000K (4K)

Dali Dimming (DD)
Leading/Trailing (TR)

Ceiling Plate70mm (CP-70)
Ceiling Plate 110mm (CP-110)

ORDER CODE NHL1 12W

MOUNTING
OPTIONS

950mm

650

400

200 or 300mm

800

19

CP-70 
Ceiling Plate 

ø70mm

CP-110 
Ceiling Plate

ø110mm


